BAKERY DEPARTMENT
ITEM NO.
                 ITEM DESCRIPTION           Jan 1, 2004

_________________________________________________________________

1B28-B              MERCHANDISER, CAKE DISPLAY,

            SELF-CONTAINED,MEDIUM TEMPERATURE, SELF-SERVE,




        WITH REAR WORK STATION

(LOW PROFILE, MULTI-DECK)

1. SALIENT CHARACTERISTICS:  Refrigerated Case.

a. Refrigerated merchandiser case, multi-deck, low profile, medium temperature, self-contained.  Shall be customer self-service type for bakery cake products.

b. Approximate dimensions:  56 inch L x 40 inch D x         42 inch H.

c. Case Profile:

(1) Multi-deck, low profile in design.

(2) Height of front shall be approximately 15 inches (Variance 2 inches).

d.
Designed for operation at maximum of 75 degrees Fahrenheit DB and 55 percent RH.

e.
Self contained refrigeration with bottom mounted condensing units designed for ease of maintenance.  Provided with temperature control allowing temperature to be adjusted. 

f.
Shelves:  Three levels of display with 2 rows of tiered upper adjustable height tempered glass shelves.  Base deck to be 30 inches deep (2 inch variance) and adjustable shelves to be 24 inches deep and 20 inches deep.  Shelves to be adjustable to 0, 5, and 10 degrees for sloped effect.

g.
Lighting:  T-8 fluorescent lighting required at base deck and individual shelves.  Lamp Shields shall be provided for each light fixture.

h.
Bumper rails:  continuous durable flexible vinyl 2 inch black color molding located at top of case front, approximately 12 inches above floor.

i.
Price tag molding: front edge of shelves and deck shall be equipped with price tag molding to hold standard size price tags and labels.

j.
Digital thermometer  shall be mounted in discharged air opening.

k. Electronic (SSC) high efficiency fan motors.

l. Electrical requirements (default) are 120V, 60 HZ, 1 phase, with (30 amp) NEMA L5-30 plug for compressor, lights, and electrical condensate pan.  Offeror shall list the manufacturer standard electrical requirements associated with this case.
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SALIENT CHARACTERISTICS CONTINUED:  Refrigerated Case.

m. Color:  case is black finish interior/exterior with black trim.  Offerors shall provide a color chart of the standard colors that are available.  Standard colors are to be at no additional cost to the Government.

n. Provided with an alarm circuit for condenser coil, designed to sound when the operation of the compressor is severely diminished and requires cleaning.  The alarm will automatically cease once the condenser is cleaned.

o.
Case is self-contained and designed to maintain an adjustable product medium temperature of 39 through 44 degrees Fahrenheit within plus or minus 1 degree Fahrenheit of the adjustable setting.  Electronic temperature control provided.

p. Refrigerant should be R 134-A or 404-A. If different, offeror shall list proposed refrigerant.  Expansion valve (TXV) provided.

q. Manufacturer to provide their standard defrost with this case.

r. Insulation:  foamed in place polyurethane throughout case.

s. Case to be constructed of welded steel frame with ABS plastic panels.  Exterior of case to be black laminate. Exterior of case shall not have visible shiny metal parts, exterior rivets or screw heads.  Laminated end panels will include interior mirror.  Black plenum back panel in lieu of standard white.

t. Case to be provided without requirement for floor drain to allow mobility for relocation.  Seamless, non-corrosive electric condensate dissipator pan shall be included.

u. A monitoring alarm probe shall be included and installed in each case.  This probe shall be capable of being hooked up to the Refrigeration Monitor Alarm System (RMAS)at the store location.  Upon issuance of a delivery order, the type of RMAS will be identified for which the probe to be installed is required to be compatible. The probe is not required to be hooked up to RMAS unless otherwise stated.

v. Frame provided with four point screw-in leveling system.

w. Provided with ¼ inch thickness clear tempered glass sneeze-guard mounted on top center of the case by aluminum uprights, approximately 52 inch long x 15 inch high.
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  SALIENT CHARACTERISTICS CONTINUED:  Rear Work Station.

a. Designed as a stand alone cake decorating station and supplies organizer.  Complements the cake display case, allowing the clerk to prepare cakes while facing the customer.

b. Rear work station constructed of a white laminated wood box with a Sanalite top working surface.

c. Dimensions approximately 56 inch L x 23 inch D X        36 inch H.

d. Provided with a steel base leg support system.

e. Storage section interior of white laminate.

f. Constructed with divided rear storage area (50/50). One portion has two pull-out drawers and one portion has one adjustable shelf.

2.  INFORMATION TO BE PROVIDED BY SUPPLIER AT TIME OF DELIVERY:

a. Commercial warranty.

b. Installation and operating instructions.

c. Parts list.

3. RECOMMENDED SOURCES:

a. Structural Concepts, Model No. HV4256RSS (Self-Contained Case) and Model No. SO56 Cake Decorator Station.

4.
FSC:    4110

5.  NEW / REPLACE OPTIONS:

    INSTALL: YES      DEINSTALL: _____(?)    TRADE-IN: _N/A_

6.  ORDERING PROCEDURES & ITEM SELECTION:

a. ________________________ BRAND & MODEL OF THE   REFRIGERATION MONITOR ALARM SYSTEM (RMAS) AT YOUR STORE.

b. ELECTRICAL SPECIFICATIONS:  (mark one in each column)

VOLTS               HERTZ                          PHASE

_____ 120 V         _____ 60 HZ(USA/OCONUS)  _____  1 PH

_____ 220 V         _____ 50 HZ(OCONUS)

