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STORE NAME:



______
DODAAC: _________________
(Store name and DODAAC number to be completed when submitted.)
STORE REQUIREMENT:  _____ (ea) 
UNIT OF PACK (UPK):  1 (one) each

1 Purpose of Equipment:  To provide a non-refrigerated display for bakery products such as pastries and rolls.
2 Generalized Operating Specifications:
2.1 Dimensions: 
2.1.1 Minimum 56 inches long / wide, 39 inches deep, 83.25 inches high. 
2.2 Construction:
2.2.1 Commercial off the shelf (COTS) standard unit, no unique DeCA requirements.
2.3 Operating Characteristics that shall be provided:
2.3.1 Expected life span of this equipment is to be 6 years or more with basic maintenance.
2.3.2 Tempered glass, acrylic or Plexiglas doors.

2.3.3 Swinging doors with stay open feature or sliding doors.
2.3.4 Reflective glass rear sliding clerk service doors w/o lock.

2.3.5 Price tag molding on shelves. 
2.3.6 T-8 shelf lighting with shields or LED lighting for shelves.

2.3.7 Minimum 4 shelves adjustable on 1 inch increments.

2.3.8 Acrylic bins with lift up covers.

2.3.9 Tissue paper, box and bag stationing area for customer use. 
2.3.10 Black kick plate.
2.3.11 Protective edge molding.
2.3.12 Storage area in base.

2.4 Networking / Communications that shall be provided:  N / A
3 Operating Options:  N / A 
4 Electrical Requirements:

4.1 Standard U.S.A electrical specifications:  120 volts, 60 Hertz, 1 phase, with an average amperage draw of 3 amps.
4.2 _____ Pacific overseas store 120 V / 50 HZ / 1 PH

4.3 _____ Europe overseas store 220 V / 50 HZ / 1 PH   

4.4 Minimum 6 foot cord with a NEMA 5-15P plug, or a manufacturer’s equivalent to comply with equipment requirements.

5 Color Requirements: Beige or Neutral colors
6 Maintenance Requirements:  Continued parts support for equipment is required for the projected total life cycle of the equipment plus 5 years.

7 Industry Standards and Contractor Requirements: 

7.1 Industry Standards: Underwriters Laboratory (UL) listed and National Sanitation Foundation (NSF) certification, or equivalent.
7.2 Contractor Requirements:
7.2.1 Must be shipped ready to assemble and use.
8 Special / Specific Equipment Safety Requirements:  N / A
9 Information To Be Provided By The Contractor To The Commissary At Time of Delivery:
9.1 Commercial Warranty and Point of Contact for Warranty Service.

9.2 Installation and Operating Instructions.
9.3 Parts List.
10 Federal Supply Class:  7310
11 Special Considerations For Installation/De-installation Of Equipment: (NOTICE/WARNING)
11.1 Contractor:  N / A
11.2 Store:  N / A
12 Basis of Allocation:  As needed.
13 Recommended Source(s) or equal: 

13.1 Structural Concepts, Model PHRM5682.
14 Store Request for Specific Model to Match Existing Equipment:
15 Store Maintenance Requirements:  The purpose of maintenance planning is to sustain equipment operations post purchase, to identify maintenance requirements, to reduce maintenance costs, and to extend the life cycle of the equipment. 
15.1 Within Warranty Period:

15.1.1 Consult manufacturer’s warranty documentation and contact instructions.
15.2 After Warranty Period:

15.2.1 Self-repair or replace the unit as required.
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