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STORE NAME:



______
DODAAC: _________________
(Store name and DODAAC number to be completed when submitted.)
STORE REQUIREMENT:  _____ (ea) 1B30-A _____ (ea) 1B30-B _____ (ea) 1B30-C
UNIT OF PACK (UPK):  1 (one) each.
1 Purpose of Equipment:  To display refrigerated bakery products to commissary patrons on a sales floor.  This unit is self-service.

2 Generalized Operating Specifications:
2.1 Dimensions: 

2.1.1 1B30-A:  48 inches long / wide, 37 inches deep, 48 inches high.
2.1.2 1B30-B:  59 inches long / wide, 37 inches deep, 48 inches high.
2.1.3 1B30-C:  77 inches long / wide, 37 inches deep, 48 inches high.  Dimensional sizes, such as length, width, and height are critical to this equipment and may not vary in any dimension by more than 1 inch.

2.2 Construction:

2.2.1 Commercial off the shelf (COTS) standard unit, no unique DeCA requirements.

2.3 Operating Characteristics that shall be provided:

2.3.1 Expected life span of this equipment is required to be 10 years or more with basic maintenance.

2.3.2 Electric condensate dissipater pan.
2.3.3 Bottom-mounted condensing unit.

2.3.4 Welded steel frame.

2.3.5 Sheet metal interior.

2.3.6 Exterior and interior to be covered in a laminated finish.

2.3.7 Polyvinyl chloride (PVC) trim.

2.3.8 Matching color patron package shelf extending across the front of case to be approximately 8 inches deep, 8 inches above sales floor, with a bag holder and a tissue dispenser.

2.3.9 Sliding rear doors.

2.3.10 Bottom of glass front to be approximately 20 inches above the sales floor.

2.3.11 Three levels of interior display with 2 rows of shelves extending the full length of the case.

2.3.12 Shelves to be height and slope adjustable, removable.

2.3.13 Base display to be approximately 28 to 30 inches deep; upper shelves to be tiered with the bottom shelf approximately 22 inches deep, the top shelf approximately 18 inches deep.

2.3.14 Product stop edge extending along the front edge of each shelf.

2.3.15 Price tag molding extending on front edge of shelves.
2.3.16 T-8 fluorescent lights, LED, or fiber optic lighting for each shelf.

2.3.17 Lamp shields on each light fixture.

2.3.18 Foamed-in-place polyurethane insulation throughout the case.

2.3.19 Chlorofluorocarbon (CFC) free, type R-22, R-134 or R-410A refrigerant.
2.3.20 Adjustable electronic thermostat to maintain an average product temperature between 38 to 40 degrees Fahrenheit.

2.3.21 Solar digital thermometer to be mounted in discharged air opening.

2.3.22 Four point leveling system.

2.3.23 Black kick plate.

2.4 Networking / Communications that shall be provided:  N / A

3 Operating Options:  (MARK WHEN APPLICABLE)
3.1 _____ This case must match the associated non-refrigerated case ordered as CED 1B31.
4 Electrical Requirements:  (MARK ONE)

4.1 _____ Standard U.S.A electrical specifications:  115 volts, 60 Hertz, 1 phase, with an average amperage draw of 16 amps.  Minimum 6 foot cord with a NEMA 5-15P plug, or a manufacturer’s equivalent to comply with equipment requirements.

4.2 _____ European overseas store requesting 220V / 50HZ / 1PH.

4.3 _____ Pacific overseas store requesting 120V / 50HZ / 1PH.

5 Color Requirements:  See paragraph #14 
6 Maintenance Requirements: Continued parts support for equipment is required for the projected total life cycle of the equipment plus 5 years.
7 Industry Standards and Contractor Requirements: 

7.1 Industry Standards:  Underwriters Laboratory (UL) listed and National Sanitation Foundation (NSF) certification, or equivalent.
7.2 Contractor Requirements:

7.2.1 Must be shipped ready to assemble, plug in and use.
8 Special / Specific Equipment Safety Requirements:  N / A
9 Information To Be Provided By The Contractor To The Commissary At Time of Delivery:
9.1 Commercial Warranty and Point of Contact for Warranty Service.

9.2 Installation and Operating Instructions.
9.3 Parts List.
10 Federal Supply Class:  4110

11 Special Considerations For Installation/De-installation Of Equipment: (NOTICE/WARNING)
11.1 Contractor:  

11.1.1 Installation required:  installation includes equipment plug-in, initial set-up and operational testing.

11.2 Store:  (MANDATORY ENTRY)
11.2.1 __________ State the exact length of space available for installation of this unit.

11.2.2 CAUTION:  This is a self-contained unit.  Do not order this case to replace a remote unit connected to the back room refrigeration system.
12 Basis of Allocation:  As needed for bakery department. 

13 Recommended Source(s) or equal: 

13.1 Federal Industries, Model number SNR-48SS (1B30-A).

13.2 Federal Industries, Model number SNR-59SS (1B30-B).

13.3 Federal Industries, Model number SNR-77SS (1B30-C).


14 Store Request for Specific Model to Match Existing Equipment:  (AUTHORIZED WHEN THE CASE MUST MATCH AN EXISTING LINE-UP OF CASES)
14.1 ____________________ Case must match existing line-up.

14.2 ____________________ Make / model of existing case.

14.3 _____ Clear, see-thru end panel. _____ Mirrored end panel. _____ Solid end panel.

14.4 _______________ Specify trim color.

15 Store Maintenance Requirements:  The purpose of maintenance planning is to sustain equipment operations post purchase, to identify maintenance requirements, to reduce maintenance costs, and to extend the life cycle of the equipment. 
15.1 Within Warranty Period:

15.1.1 Consult manufacturer’s warranty documentation and contact instructions.
15.2 After Warranty Period:

15.2.1 Use a one time service call with store GPC as required if not on contract. 

15.2.2 Have equipment put on HVAC contract.
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