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STORE NAME:



______
DODAAC:_________________
(Store name and DODAAC number to be completed when submitted to DOLM)
STORE REQUIREMENT:  _____ (ea)
UNIT OF PACK (UPK):  1 (one) each

1 Purpose of Equipment:  To compress cardboard into bales for reducing scrap volume and for ease of recycling. 

2 Generalized Operating Specifications:
2.1 Dimensions: 
2.1.1 180 inches long / wide, 50 inches deep, 80 inches high.  Dimensional sizes, such as length, width, and height are not critical to this equipment so long as this equipment is a horizontal, closed door, top loading type baler.

2.2 Construction:
2.2.1 Commercial off the shelf (COTS) standard unit, no unique DeCA requirements.
2.3 Operating Characteristics that shall be provided:
2.3.1 Expected life span of this equipment is required to be 10 years or more with basic maintenance.

2.3.2 Various system performance specifications, such as platen force, operating pressures and the hydraulic pump Gallons per Minute (GPM) capability are acceptable as long as the bale requirements are met.
2.3.3 Heavy duty welded steel construction.

2.3.4 Feed opening is a minimum 30 inches wide, 30 inches long.

2.3.5 Bale size:  30 inches wide, 42 inches high, 72 inches long, no variance allowed.

2.3.6 Minimum 20 horsepower (HP) motor.

2.3.7 Programmable Logic Controller (PLC) control system.
2.3.8 Automatic start / stop cycle.

2.3.9 Automatic bale ejection.

2.3.10 Easy tie wire platens with a minimum of 5 slots for wire insertion.
2.3.11 All enclosures to be NEMA 4. 

2.3.12 Minimum 125 each baler tie wires.  

2.4 Networking / Communications that shall be provided:  N / A
3 Operating Options:  N / A
4 Electrical Requirements:

4.1 Standard U.S.A electrical specifications:  460 volts, 60 Hertz, 3 phase, with an average amperage draw of 40 amps.
4.2 _____ Pacific overseas store 208 V / 50 HZ / 1 PH.
4.3 _____ Europe overseas store 220 V / 50 HZ / 1 PH.   

5 Color Requirements:  N / A
6 Maintenance Requirements:  Continued parts support for equipment is required for the projected total life cycle of the equipment plus 5 years.
7 Industry Standards and Contractor Requirements: 

7.1 Industry Standards:  Underwriters Laboratory (UL) listed or equivalent.
7.2 Contractor Requirements:
7.2.1 Must be shipped ready to make utility connections and use.
7.2.2 Operational testing.
7.2.3 Provide familiarization training.
7.2.4 No additional work shall be required on the part of the government.
8 Special / Specific Equipment Safety Requirements:
8.1 Interlock system to prevent operation when doors are open and to ensure proper operational sequencing.

8.2 Moving parts are shielded or enclosed during operations.

8.3 Key operated start switch. 

9 Information To Be Provided By The Contractor To The Commissary At Time of Delivery:
9.1 Commercial Warranty and Point of Contact for Warranty Service.

9.2 Installation and Operating Instructions.
9.3 Parts List.
10 Federal Supply Class:  3540

11 Special Considerations For Installation/De-installation Of Equipment: (NOTICE/WARNING)
11.1 Contractor:  The unit being replaced is to be removed from the premises.
11.2 Store:  
11.2.1 Supplies such as baling wire must be ordered separately for this unit after the initial delivery.  
11.2.2 The electrical feed to the baler must be hardwired by the post engineers. The installing contractor will not hardwire the unit. 

12 Basis of Allocation:   NOTE:  Limited application within DeCA.  This type of baler is for use at commissaries with suspended warehouse floors that cannot bear the weight of a vertical baler.  Special authorization is required for this equipment. 

13 Recommended Source(s) or equal: 

13.1 International Baler Corporation, Model CD-30X36.
13.2 Maren Engineering Corporation, Model 122 Automatic Baler.  


14 Store Request for Specific Model to Match Existing Equipment:  N / A
15 Store Maintenance Requirements:  The purpose of maintenance planning is to sustain equipment operations post purchase, to identify maintenance requirements, to reduce maintenance costs, and to extend the life cycle of the equipment. 
15.1 Within Warranty Period:

15.1.1 Consult manufacturer’s warranty documentation and contact instructions.
15.2 After Warranty Period:

15.2.1 Have unit added to the MHE / Baler maintenance service contract. 
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