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STORE NAME:



______
DODAAC:_________________
(Store name and DODAAC number to be completed when submitted to DOLM)
STORE REQUIREMENT:  _____ (ea)  1R09
UNIT OF PACK (UPK):  1 (one) each

1 Purpose of Equipment:  To merchandize damaged product in a space-saving modular system that allows commissary employees to stock the product in the warehouse and then rotate the shelf to face the sales floor.
2 Generalized Operating Specifications:
2.1 Dimensions: 
2.1.1 Starter unit:  45.25 inches long / wide, 31 inches deep, 82 inches high.  
2.1.2 Add-on unit:  38.125 inches long / wide, 31 inches deep, 82 inches high.
2.1.3 Dimensional sizes, such as length, width, and height are critical to this equipment, no variance allowed. 
2.2 Construction:
2.2.1 Commercial off the shelf (COTS) standard unit, no unique DeCA requirements.
2.3 Operating Characteristics that shall be provided:
2.3.1 Expected life span of this equipment is required to be 10 years or more with basic maintenance.

2.3.2 Steel.
2.3.3 Base and rotor minimum 12 gauge steel.

2.3.4 Powder coated.

2.3.5 Rotates 360 degrees.

2.3.6 Four independently adjustable leveler guides.
2.3.7 Single foot pedal allows operator control of automatic self-centering mechanism from warehouse side.

2.3.8 Seven tiers.
2.3.9 Twenty each adjustable, reversible shelves.

2.3.10 Add-on unit can be placed on either side of starter unit.

2.3.11 Starter unit and base unit to fasten at base.
2.4 Networking / Communications that shall be provided:  N / A
3 Operating Options:  N / A 
4 Electrical Requirements:  N / A
5 Color Requirements:  Beige or Neutral colors
6 Maintenance Requirements:  Continued parts support for equipment is required for the projected total life cycle of the equipment plus 5 years.
7 Industry Standards and Contractor Requirements:
7.1 Industry Standards:  N / A
7.2 Contractor Requirements:
7.2.1 Must be shipped ready to assemble and use.
7.2.2 No additional work shall be required on the part of the government.
8 Special / Specific Equipment Safety Requirements:

8.1 Any anchoring to the floor as required by state, local and national codes shall be accomplished with manufacturer provided anchoring system.
8.2 Unit shall not be anchored to wall.
9 Information To Be Provided By The Contractor To The Commissary At Time of Delivery:
9.1 Commercial Warranty and Point of Contact for Warranty Service.

9.2 Installation and Operating Instructions.
9.3 Parts List.
10 Federal Supply Class:  7125

11 Special Considerations For Installation/De-installation Of Equipment: (NOTICE/WARNING)
11.1 Contractor:

11.1.1 Manufacturer’s authorized representative who is trained and approved for both installation and maintenance of units required for this project.

11.2 Store:
11.2.1 Damaged merchandise unit is ordered as a set consisting of one starter unit and one add-on unit.

11.2.2 Units must have minimum 7.25 inch clearance from adjacent wall to accommodate shelf rotation.
12 Basis of Allocation:  As needed in a receiving department. 

13 Recommended Source(s) or equal: 

13.1 Starter unit: Richards-Wilcox, Inc., Model number Times-2 X271SE Empty Unit.
13.2 Add-on unit: Richards-Wilcox, Inc., Model number Times-2 X271AE Empty Unit.


14 Store Request for Specific Model to Match Existing Equipment:  N / A
15 Store Maintenance Requirements:  The purpose of maintenance planning is to sustain equipment operations post purchase, to identify maintenance requirements, to reduce maintenance costs, and to extend the life cycle of the equipment. 
15.1 Within Warranty Period:

15.1.1 Consult manufacturer’s warranty documentation and contact instructions.
15.2 After Warranty Period:

15.2.1 Use a one time service call with store GPC as required.
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