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[bookmark: _GoBack]Purpose of this Equipment:  To offer a secure place to keep personal effects and clothing in a locker room, work area or break room.

1 Federal Supply Class:  7125

2 General Operating Specifications:

2.1 Dimensions: 
2.1.1 4L01 (1 tier: 1 door model):  Compartment size 15 inches wide, 18 inches deep, 72 inches high.  
4L02 (2 tier: 2 door model):  Compartment size 12 inches wide, 18 inches deep, 36 inches high.
4L03 (6 tier: 6 door model):  Compartment size 12 inches wide, 18 inches deep, 12 inches high.     
4L05, (1 tier: 2 door model):  Compartment size 12 inches wide, 18 inches deep, 48 inches high.
Overall height of CEDs 4L01, 4L02, 4L03 with the mandatory 6 inch legs is 78 inches.  The dimensions should not vary any more than 2 inches.

2.2 Salient Characteristics that shall be provided:
2.2.1 Doors and sides constructed of minimum 16 gauge steel.
2.2.2 Doors and sides designed with diamond-shaped perforation allowing for ventilation and visibility.
2.2.3 Recessed Handles.
2.2.4 4L01 (single tier lockers) to have a platform shelf, coat rod, minimum of 1 ceiling hook and 1 single-prong wall hook.
2.2.5 4L02 (double tier lockers) to have a minimum of 1 ceiling hook and 1 single-prong wall hook.
2.2.6 4L03 (six tier lockers) 
2.2.7 4L05 will be ADA compliant.
2.2.8 6 inch steel legs designed to be bolted to the floor (not needed for L05).

2.3 Industry Standards / Requirement(s):
2.3.1 Warranty period shall be for (1) year from date of delivery against defective material and workmanship and shall include parts, service and labor.

2.4 Information Technology requirements: N / A

2.5 Color Requirement(s):  Gray

3 Electrical Requirements: N / A

Standard Contractor Requirements:
3.1 Must be shipped ready to use.
3.2 Information to be provided by the Contractor to the commissary at the time of delivery:
3.2.1 Point of Contact for Service
3.2.2 Installation and Operating Instructions
3.2.3 Parts List
3.3 Maintenance Sustainability Requirements: Continued parts support is required for the projected life cycle of the equipment plus 5 years.

Special Coordinating / Safety Instructions:  N / A 




STORE ORDER REQUEST

STORE NAME: __________________________    DODAAC: ____________________

QUANTITY: 
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      ___ ea. 4L01: 1 tier, 1 doors, 1 lockers wide      ____ ea. 4L01: 1 tier, 3 doors, 3 lockers wide




                        
              ___ ea. 4L02: 2 tier, 2 doors, 1 locker wide   ___ ea. 4L02: 2 tier, 6 doors, 3 lockers wide
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____ ea. 4L03: 6 tier, 6 doors, 1 locker wide      ___ ea. 4L03: 6 tier, 18 doors, 3 lockers wide







                                             ____ ea. 4L05: 1 tier, 2 doors, 2 lockers wide                                         
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