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1 [bookmark: _GoBack]Purpose of this Equipment:  To display refrigerated fresh meat, prep-packed meat and related delicatessen products. This merchandiser is a self-service unit with product accessible to patrons from all sides.

2 Federal Supply Class:  4110

3 General Operating Specifications:

3.1 Dimensions: 
3.1.1 1D22-08: Approximately 106 inches long / wide, 80 inches deep, 45 inches high (top deck), 23 inches high (product display deck).
3.1.2 1D22-12: Approximately 155 inches long / wide, 80 inches deep, 45 inches high (top deck), 23 inches high (product display deck).
3.1.3 Dimensional size, such as length, width, and height are not critical to this equipment except that is serves as a general guide to keep this equipment sized for available space.

3.2 Salient Characteristics that shall be provided:
3.2.1 Does not required floor drain
3.2.2 All steel construction.
3.2.3 Adjustable wire racks.
3.2.4 Center top display area to be non-refrigerated for decorated display purposes, approximately 13-18 inches high by 15-25 inches wide and extending over half of the case.
3.2.5 Minimum 1 horsepower (HP) unit motor for 8 ft. case and 2 HP or two (2) 1 HP unit motors for 12 ft. case.
3.2.6 Chlorofluorocarbon (CFC) free, R-134a, R404a or R-410a refrigerant.
3.2.7 Adjustable electronic thermostat to maintain an average product temperature between 32 to 45 degrees Fahrenheit.
3.2.8 Minimum one row lights extending the length of both sides of the center top display. Lamp shield to be provided for each light fixture or LED lighting.
3.2.9 To be equipped with price tag molding to hold standard size price tags and labels.
3.2.10 Solar digital thermometer.
3.2.11 Case to have manufactures standard defrost.
3.2.12 Four point leveling system.


3.3 Industry Standards / Requirement(s):
3.3.1 Industry Standards: Underwriters Laboratory (UL) listed and National Sanitation Foundation (NSF) certification, or approved equivalent. Conformité Européene (CE) is not acceptable for a standard. 
3.3.2 Must conform to Section 612 of the Clean Air Act and the EPA’s Significant New Alternatives Policy (SNAP). Chlorofluorocarbon (CFC) free, type R290 (Propane), R744 (Co2), R600a (Isobutane) refrigerants are acceptable. (Refrigerants R134a, R404A, R410 and HCFC22 will be acceptable only until 1 January 2019.
3.3.3 Warranty period shall be for (1) year from date of delivery against defective material and workmanship and shall include parts, service and labor.

3.4 Color Requirement(s): Chocolate Brown 

4 Electrical Requirements:

4.1 _____Standard U.S.A. electrical specifications:  208 volts, 60 Hertz, 1 phase.
4.2 _____ Pacific Theater stores 120 V / 50 HZ / 1 PH (Applies to these stores only: Atsugi, Misawa, Sagami, Sagamihara, Yokosuka, Yokota, Camp Zama, and Kanto Plains CDC. All other stores are standard U.S.A. 60 cycle voltages.)
4.3 _____ European stores 220 V / 50 HZ / 1 PH   
4.4 NOTE: The operating range for 120 volts is 110 to 120 volts the operating the operating; range for 220 volts is 208 to 230 volts.

Contractor Requirements:
4.4.1 Must be shipped ready to assemble, make utility connections, and use.
4.4.2 De-installation of old equipment is required.
4.4.3 This equipment requires disposal: place in a specified area.
4.4.4 Installation required by an authorized service technician.
4.4.5 Operational testing is required. 
4.4.6 Information to be provided by the Contractor to the commissary at the time of delivery:
4.4.6.1 Point of Contact for Service.
4.4.6.2 Installation and Operating Instructions.
4.4.6.3 Parts List.
4.4.7 Maintenance Sustainability Requirements: Continued parts support is required for the projected life cycle of the equipment plus 5 years.




STORE ORDER REQUEST

STORE NAME: __________________________    DODAAC: ____________________


1D22-08_________________Qty			1D22-12___________________Qty
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