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	RECOMMENDED SOURCES
(Basis of Design)

	MANUFACTURER
	MODEL NUMBER
	WEBSITE

	Durham Mfg.
	HTL-3672-DD-3AS-95
	www.durhammfg.com

	
	
	

	
	
	

	CONTRACT NUMBER
	MODEL SELECTED
	EQUIPMENT COST (FINAL YEAR)

	
	
	

	ESTIMATED LIFE CYCLE
	UNIT OF PACK
	NSN IF APPLICABLE

	10 years
	Each
	



	Basis of Allocation:  As needed for CLICK2GO operation.



	CED UPDATED TO:
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	 INITIALS:                                                   INITIALS:                                                        INITIALS: 



Purpose of this Equipment:  To provide a secure storage area for CLICK2GO equipment.

1 Federal Supply Class:  7125

2 General Operating Specifications:

2.1 Dimensions: 
2.1.1 46 to 50 inches wide, 34 to 36 inches deep, 58 to 60 inches high. 
2.2 Salient Characteristics that shall be provided:
2.2.1 Expected life span of this equipment is required to be 10 years or more with basic maintenance.
2.2.2 [bookmark: _GoBack]Maximum load capacity of 2000 pounds.
2.2.3 14 gauge steel base and top.
2.2.4 Powder coated finish.
2.2.5 Handle with provision for a padlock.
2.2.6 Bolt-on casters, 2 swivel and 2 fixed. 
2.2.7 Punched diamond pattern on sides and doors for visibility.

2.3 Industry Standards / Requirement(s):
2.3.1 Warranty period shall be for (1) year from date of delivery against defective material and workmanship and shall include parts, service and labor.

2.4 Information Technology Requirements: N / A

2.5 Color Requirement(s):  Grey 

3 Electrical Requirements: N / A

Standard Contractor Requirements:
3.1 Must be shipped ready to assemble and use.
3.2 Information to be provided by the Contractor to the commissary at the time of delivery:
3.2.1 Point of Contact for Service
3.2.2 Installation and Operating Instructions
3.2.3 Parts List
3.3 Maintenance Sustainability Requirements: Continued parts support is required for the projected life cycle of the equipment plus 5 years.

Special Coordinating / Safety Instructions:  N / A 



STORE ORDER REQUEST

STORE NAME: __________________________    DODAAC: ____________________

QUANTITY: _______
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